
No-Slope drain kit
Install indoor HVAC units faster and 

easier with flexible drainage

Save time, install smarter
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Install Smarter
No slope, no clogs

No-Slope drain kit

Designed for hassle-free HVAC installations

Conventional configuration
	! Careful planning required to avoid beams, ducting, and other ceiling 

obstructions
	! Holes may need to be drilled in beams when ceiling voids are too 

tight or routing can’t avoid them.
	! Risk of clogged pipes.

No-Slope drain kit

Our slope-free drain kit changes the game.

	No slope calculation required: Run drain pipes flat or even 
upwards to bypass structural elements like beams and ducts.

	Clog-resistant design: Anti-bacterial copper eliminates slime 
buildup and blockages.

	Flexible installation: Ideal for tight ceiling spaces and retrofit 
projects.

	Time-saving: Simplifies planning and speeds up installation, as 
drain hanging can be combined with refrigerant piping

Drain piping 
(PVC piping)

Drain gradient-free 
piping connection kit

Copper  
piping

Beam

Duct

Duct

Refrigerant piping

Refrigerant piping
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Range and specifications
Flexible drain length Copper drain size Drain collection type Required option

Up to 6 m

9.52 mm
Open water 1x BKWP55A1401

Central PVC drain 2x BKWP55A1401

Up to 20 m

9.52 mm

Open water 1x BKWP55A1402

Central PVC drain 1x BKWP55A1402
1x BKWP55A1401

Connectable indoor units
Indoor unit type Model name BKWP55A1401 BKWP55A1402

Round flow cassette
VRV: FXFA-A, FXFN-B, FXFQ-B •• ••

Sky Air: FCAHG-H, FCAG-B •• ••

Fully Flat cassette
VRV: FXZA-A, FXZQ-A •• ••

Sky Air: FFA-A9 •• ••

2-way blow cassette VRV: FXCQ-A ••

1-way blow cassette VRV: FXKA-A, FXKQ-A •  •  (up to 4m length)

Slim concealed ceiling unit
VRV: FXDA-A, FXDQ-A3 •• ••

Sky Air: FDXM-F9 •• ••

Concealed ceiling unit with medium ESP
VRV: FXSA-A FXSN-B, FXSQ-A •• ••

Sky Air: FBA-A(9), ADEA-A •• ••

Concealed ceiling unit with high ESP
VRV: FXMA50-125A, FXMQ-P7 •  •  (up to 4m length) ••

Sky Air: FDA125A •  •  (up to 4m length) ••

Quality assured: 20 year testing
A 20-year verification test was conducted with a slope-free drain using copper pipes.

Results confirmed that the drain remained unclogged and contained no 
slime, corrosion, or pitting on the inner surface of the copper pipes

Test conditions
	J Constructed in Daikin office in 2004
	J Tested model : FXYFP71M (Ceiling mounted cassette)
	J Drain piping : ø9.5 coated copper tube (6 m)

*Actual construction



Installation notes
Flexible drain length up to 6m - BKWP55A1401

	J Maximum length (L1): 6m
	J Total rise (A + B + C...): 600 mm or less
	J Copper Pipe Terminal Height (H) : 300mm or more recommended (Drainage Sound Reduction)
	J Option kit BKWP55A1401 (O) is needed to connect to closed drain pipe system. (For open water drain systems no additional option is needed)

Flexible drain length up to 20m - BKWP55A1402

	J The height of the local sourced copper pipe (L1) cannot exceed H1 (200 mm from  the 
drain socket of the indoor unit)

	J Maximum length (L1) and total rise (A+B+C...) to be calculated based on <graph 1>
	J The drain exit should:

	- start at Point Q (height equal to underside of the unit)
	- have a length (L2) of minimum 2 and maxium 4 m
	- end at the Copper Pipe Terminal Height (H2) : 100mm or more above point Q 

recommended (Drainage Sound Reduction)
	J Option kit BKWP55A1401 (O) is needed to connect to closed drain pipe system. (For open 

water drain systems no additional option is needed)

L1 (Ø 9.52 copper pipe sourced locally)

Flare connection

Flare connection

Flare connection

L1 (Ø 9.52 copper pipe sourced locally)
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<Graph 1>
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The present publication is drawn up by way of information only and does not 

constitute an offer binding upon Daikin Europe N.V. Daikin Europe N.V. has 

compiled the content of this publication to the best of its knowledge. No express 

or implied warranty is given for the completeness, accuracy, reliability or fitness 

for particular purpose of its content and the products and services presented 

therein. Specifications are subject to change without prior notice. Daikin Europe 

N.V. explicitly rejects any liability for any direct or indirect damage, in the broadest 

sense, arising from or related to the use and/or interpretation of this publication. 

All content is copyrighted by Daikin Europe N.V. 

http://www.daikin.eu?utm_source=catalogue&utm_medium=catalogue&utm_campaign=catalogue
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