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DESIGN ELEMENTSDESIGN ELEMENTS

The logo
Only the logo versions shown here may be used 
for literature. The logo may not be modified or 
distorted. Do not use other versions (e.g. logos with 
a tagline or in a different shade of blue, for example). 
High visibility is a priority in all design aspects. See 
information on the defined colour values starting 
on page 12. 
 
The complete Daikin logo manual is available online 
(extranet > marketing tools > visual identification > 
Corporate logos).

Full colour logo (4C Euroscale / 3C spot 
colours) 

 ʯ Full colour version should be used wherever 
possible and is required for all types of literature 
 ʯ Logogram: Black + Daikin light blue 
 ʯ Typeface: Daikin blue
 ʯ Logo must always appear on a white background 
(See information on the clear zone, page 11) 

Single-colour logo (monochrome 
application and 1C spot colour) 

 ʯ Monochrome version can be used for technical 
publications, including service manuals etc.
 ʯ Black (100K)
 ʯ Big triangle as 40 % colour tint

Black and white logo 

 ʯ Used if this is the only technical option, e.g. for 
giveaways or stamps
 ʯ Logogram: Only use version with separated areas 
(see fig.) 
 ʯ Black on a white background

Logo size for literature 
publications
For a standard size on DIN A4 the logo is 72 mm 
wide. Distance from left and top margins is 10 mm. 
These parameters apply to both portrait and 
landscape A4 formats. 
 

Logo position 

The logo is surrounded by a clear zone (for standard 
size: 10 mm margin on all sides). No other graphic 
elements may be placed in this area. The standard 
colour version of the logo should always be used if 
technically possible. The logo is always set on a white 
background.

Logo size in other literature formats 

In other formats, the goal is to maintain the 
appearance of the standard DIN A4 size. Ideally, the 
logo should have the same proportions as in the 
standard size in most printed matter. Minimum size 
is 22 mm wide. 

Undefined applications and special cases

For unusual formats that are exceptionally long, wide, 
large, small or amorphous shapes, the logo size must 
be customised according to the design.

Full colour horizontal version:

Single-colour horizontal version:

Black and white horizontal version:

Daikin logo 
Versions and sizes 

1:1 reproduction of a front cover. The logo should always be placed in the top left corner
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Primary colours 
Blue, black, white and grey

These four primary colours must be used in every 
publication printed in colour. Different media have 
different colour systems: four-colour printing (CMYK), 
spot colour printing (Pantone) and display screens 
(RGB).

If necessary, colour tints can be used as shown. Avoid 
gradients and rainbows! 

White should be used generously. White space is an 
important element of Daikin corporate design.

Secondary colours 
Secondary colours may be used. They should support 
the clear blue / white / black look of the VI, not disrupt 
or replace it. Don’t use more colours than necessary 
on one page. 

If necessary, colour tints can be used as shown. Avoid 
gradients or rainbows! 

Colour world
Corporate colours

60 % 30 %80 %100 %

Berry: CMYK 50/95/55/25, RGB 120/36/66

Yellow: CMYK 0/30/100/0, RGB 251/186/0

Violet: CMYK 80/100/0/10, RGB 81/32/120

Purple: CMYK 45/95/0/15, RGB 140/29/118

Brown: CMYK 35/80/100/60, RGB 94/41/18

Orange: CMYK 0/68/100/4, RGB 228/107/8

Red: CMYK 30/95/85/10, RGB 168/37/46

Light brown: CMYK 45/50/60/8, RGB 150/124/98

Green: CMYK 100/0/100/10, RGB 0/134/52

Light green: CMYK 65/0/100/0, RGB 104/176/34

Lime: CMYK 30/0/100/0, RGB 200/210/0

80 % 60 % 30 %Daikin grey 

CMYK 0/0/0/40, RGB 180/180/180 

Usage: Lines (tables), graphics

Daikin light grey 

CMYK 0/0/0/13, RGB 231/231/231 

Usage: Boxes for products, graphics

80 % 60 % 30 %Daikin dark grey 

CMYK 0/0/0/80, RGB 85/85/85 

Usage: Main headlines, grey text boxes

80 % 60 % 30 %Daikin blue 

DIC 577, Pantone Process Blue, CMYK 100/10/0/0,  

HTML #0099CC, RGB 0/160/198, Munsell 7.6 B 5.2 / 12.9,  

RAL 5015, NCS 1070-B

Usage: Logo blue tone, secondary text colour, mainly used for 

text boxes with 80 % transparency, graphics

80 % 60 % 30 %Daikin light blue 

DIC 68, Pantone 305, CMYK 60/0/0/0, HTML #33CCFF,  

RGB 76/187/206, Munsell 5.5 B 6.8 / 8.8, RAL 5012,  

NCS 0040-B10G

Usage: Logo blue tone, eye-catching elements, graphics

80 % 60 % 30 %Black 

DIC 582, Pantone Process Black, CMYK 0/0/0/100,  

HTML #000000, RGB 0/0/0, Munsell 4.9 YR 0.9 / 0.1, RAL 9017, 

NCS 9500-N

Usage: Logo black tone, primary text colour, graphics

White 

CMYK 0/0/0/0, RGB 255/255/255

Usage: Negative text, logos, graphics
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